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Lieferumfang

Power cord set
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Toolkit

Mounting wedge

Steckschliissel 10mm
Flat screwdriver 2mm

Screwdriver TORX T20

Assembly tool
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Cabel harness

150cm
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Schematic
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Disassembly interior trim

-

X Mounting wedge

Remove with a plastic wedge strip the interior. Begin from the right. Pay attention to the
connector on startup button and the operating unit warning lights, etc. (see picture below right)
Disconnect the connectors, then you can remove air vent.

ARG

¥ Mounting wedge X Mounting wedge
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Cable laying on passenger footwell

From the old air shaft, the switch unit now
needs to be expanded so that it can be

transferred to the new air shaft.

‘K No tools required

The switch is only plugged in (from back to

front push out), but can sit pretty tight.

B

This switch unit is then simply inserted

from the front into the new air shaft. Thus,

this unit is complete.

‘x No tools required
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Cable laying on passenger footwell

Remove the large panel under the glove
box in the foot well. This diaphragm is

screwed with 3 Torx screws at the top.

RGN

N steckschlissel TORX T20,25

To the left to the center console towards the
aperture is additionally secured with a clip.
Solve this again with a mounting wedge or
carefully with a screwdriver

Now you can remove the bezel and has
created on the passenger side space for
cabling work.

A Montagekeil

Then remove the cover under the steering
wheel or in the footwell. This is fixed in the
same way as on the passenger side (3 Torx
chrauben +1 clip).

‘X Kein Werkzeug notwendig
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Cable laying on passenger footwell

x Kein Werkzeug notwendig

a)

b)

Remove the plug on the left side and then remove the panel. Now they have released all the way.
The harness now starting thread of the ventilation shaft opening. The part labeled "+12 V" / "mass" is
passed down to the left under the steering wheel to the opening. Route the USB cable to the right
into the glove compartment. (Note: for diesel vehicles with external oil temperature sensor and the
supplied cable for the oil sensor under the steering wheel move).

The other part labeled "CAN-HIGH/LOW" is performed to the bottom right under the glove
compartment. Now you can virtually already mount the ventilation unit with the new display again.
For this, insert the plug in the middle of the ventilation unit for the hazard switch, etc., and the
display connector before (in diesels and the additional oil temp sensor cable). The ventilation unit
the other way as during removal to install: First Thread DOWN, or setting and then lock up.

Watching that one pinches no cable plug or snap in when. Also, check the wheel for the remaining
vent is free to move and work. Depending on the scope of the ordered display variant, it may be
that remain ffen some plug o at the harness side of the display (Can BUS B etc or plug for the
available complementary for supercharger modifications / Turbo conversions or additional external
sensors such as temperature before intercooler temperature after intercooler, transmission
temperature, boost pressure compressor etc).
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Cable Connections

PT-CAN_HIGH
PT-CAN_LOW

a) Begin on the left under the steering wheel. There you'll see from the bottom looking at
the CAS control unit with a large black plug that is inserted from below into the control
unit. On this connector, open the clip and pull out the plug.
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Junction box assembly location

Junction-Box

1 Power distributor

2 Junction-Box Control unit
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Pin Belegung Junction-Box

CAUTION:

The Blue connectors can be located on either the left or right
side of the junction box depending on the year. Important!
The blue plug is always the CAN, and the power supply to the

black.

X14272

v, z%?l////ﬂ

X14271

Pin X14271 54-polig blau

1 PT-CAN HIGH

//I)/' 1;4 (

Cabel color

BL/RT

0.35mm?

2 PT-CAN_ LOW

Pin X14272 54-polig schwarz

1 Kl. 30G

RT
Cabel color

GREEN/BROWN

0.35mm?

0.35mm?

6 MASS

BROWN

0.35mm?
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Cable Connections

On this connector (see on picture) is a clasp to
secure the pins. Press the two flat hook side of the
connector apart slightly and then pull the cover of
the connector from the side, so that the pin bar of
the plug is exposed. There are two pins are now
exchanged for two pins of the harness:

PIN 12 in the original connector to the pin
labeled "mass" (brown)

*+ PIN 13 in the original connector to the pin
labeled "+12 V" (green / brown)

x Kein Werkzeug notwendig

On some models, possibly the PIN 13 in the
connector is not used. In this case, you can
instead also, for example, Use PIN 8. The
exchange is as follows: In the original plug-in you
can see the side of each pin a small barbs.

This press down with a very small screwdriver or
a straightened paper clip and pull the pin back
out of the connector. The new connector from the
new harness plug and snap. Replace both pins in
this way.

‘x Kein Werkzeug notwendig

In the original plug-in from the pinned Pins are in
the supplied small Plug pinned and also connect
with counterpart on the new wiring harness. The
result is a Y-connection for each line.

Now the panel under the steering wheel can be
mounted again. (Caution - let with external oil
temperature sensor still open for diesel vehicles!)
The same is under the glove compartment cover
on the junction box. There is the large light blue
plugs. This disconnect and re-open.

‘x Kein Werkzeug notwendig
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Cable Connections

X Kein Werkzeug notwendig

Then again, the original PINs from pinned in the
plug supplied as a pinning, so that plug into the
new harness one Y-connection is formed after
the. Then everything back block (possibly isolate
and fix with cable ties)

‘x Kein Werkzeug notwendig
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There are the following PINs that are replaced
(They are based also on the cable colors):

PIN1 against the PIN "CAN-HIGH" from the
new harness
PIN2 against the PIN "CAN-LOW" from the
new harness

X Kein Werkzeug notwendig

Reattach both panels previously removed.



Einbauanleitung: E8xDGA Version: V1.0 Seite: 16
/I-IJI 'Ul Autor:

AWRON GmbH

Datum: 26.03.2014

Commissioning

a) Turn the ignition on. Now you can select the button on the steering wheel, with which you want
to control the display in the future (eg, the recirculating air button). These hold this button for
10 seconds until a beep is heard.

b) Warning:
The old function of the button remains parallel yet received. Therefore best to choose any key
that has an intrusive feature. The "+ /-" volume buttons can not be selected. Now you can
toggle this button, the display views. Pressing this button for more than 3 seconds, so you can
adjust the dimming of the display in 3 steps.
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Support & FAQ

4 N N

For all enquiries concerning your

AWRON display system, or if you Please also seen us and our

ha\(e problems with installation another AWRON products on our
guide the AWRON support team )
, website
at supr ‘ de are at your
service.
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